Fire Protection Engineering
Sample Statement of Evidence to the Parliamentary Standing Committee on Public Works 
Submissions must include the following: 
Fire Protection
All construction and fire protection requirements will, as a minimum, be in accordance with the provisions of the Building Code of Australia (BCA), the Defence Manual of Fire Protection Engineering (MFPE) and all other applicable Codes and Standards. The MFPE details Defence fire protection policy for asset protection and building function protection. The levels of fire protection specified are above BCA requirements and have been determined by a risk assessment and risk management approach to fire protection.
Defence will require certification from a suitably qualified and accredited building surveyor, that the design and construction meet the requirements of the BCA, the MFPE, relevant Codes and Standards and any additional State, Local Government and Defence requirements.
The (insert State) Fire Brigade will be invited to comment on the project, visit the site and offer comment throughout the construction phase to ensure that the Brigade’s operational requirements are met.
Any recommended departures from BCA requirements in relation to the project will be technically assessed by Defence specialist fire protection staff and where warranted by the scope of the departure, a suitably qualified and experienced fire engineer. Agreed departures (ensuring an equivalent or higher level of protection than BCA requirements) will require written approval from Assistant Secretary level.
Successful tenderers will be required to produce a Quality Assurance Plan to clearly show how BCA, Australian Standards and any additional Defence requirements in relation to fire protection/fire safety, will be met and the required standards for construction/installation maintained.
Submissions may include:
The Fire Indicator Panel (FIP) will be connected to the 24 hour manned fire station.
The Emergency Warning and Intercommunication System (EWIS) main panel will be located adjacent the FIP and will be linked to provide automatic initiation of warnings in the event of a fire alarm.
