ANNex b

MINIMUM REQUIREMENTS FOR ALARM SYSTEMS

Emergency shower and plumbed eyewash stations are to be fitted with alarm systems. The minimum schedule of alarm functions is as follows:

	TYPE
	VISUAL ALARM INDICATION
	AUDIBLE ALARM INDICATION
	ACTIVATION OF ALARMS
	RESET
	WARNING SIGN AT THE ALARMS

	Local
	Amber flashing light giving alert signal as described in AS 2220. 
	Alert signal as described in AS 2220
	When water pressure in the emergency shower and eyewash station falls below the specified pressure
	Automatic reset when alarm conditions cease
	‘CAUTION – LOW WATER PRESSURE’ - minimum 25mm letters

	Local
	Red flashing light giving action signal as described in AS 2220
	Action signal as described in AS 2220
	Water begins to flow in the emergency shower and eyewash station
	Automatic reset when alarm conditions cease
	‘EMERGENCY SHOWER (AND/OR EYEWASH STATION) ACTIVATED’ - minimum 25mm letters

	Remote
	Red flashing light giving action signal as described in AS 2220
	Action signal as described in AS 2220
	Water begins to flow in the emergency shower and eyewash station
	Manual reset when alarm conditions cease. Manual reset to be located at emergency shower and eyewash station.
	‘EMERGENCY SHOWER (AND/OR EYEWASH STATION) IN (FACILITY NAME) ACTIVATED’ - minimum 25mm letters


The following requirements should also be observed:-

1.
Connection of the alarms to a Base central alarm location is not required as false alarms will create nuisance call-outs.

2.
Routine maintenance and inspection of an emergency shower and eyewash station must be properly arranged so that the alarms being tested will not create nuisance call-outs.

3.
If the alarms will cause confusion with the existing emergency warning alarms, appropriate differentiation should be maintained between these two types of alarms.

4.
Audible alarm sound level should be adjusted to suit the local environment.
